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SOUTHPOINT PROFESSIONAL CENTER - PHASE Il

NC 54 HWY DURHAM, NORTH CAROLINA

SITE PLAN AMENDMENT - LEVEL 3
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SITE MAP

SCALE: 1"=200

SITE NOTES:

1. BOUNDARY & TOPOGRAPHICAL INFO TAKEN FROM MAP PROVIDED BY RICE &
ASSOCIATES ENTITLED *MAP FOR BORDEN REAL ESTATE.

RESOURCE ORDINANCE COMPLIANCE:

1. FLOODPLAIN PROTECTION: THE SITE IS AFFECTED BY A MAPPED FLOODPLAIN
ACCORDING TO FIRM MAP 3720072800 J (MAY 2, 2006).

2. STREAM BUFFERS:
INTERMITTENT STREAMS: THERE ARE NO INTERMITTENT STREAMS RUNNING
THROUGH THIS SITE.
PERENNIAL STREAMS: THERE IS A MAPPED PERENNIAL STREAM RUNNING
ALONG THE WESTERN PROPERTY LINE ON THE SITE.
THIS STREAMS AND APPROPRIATE BUFFERS, MEASURED FROM TOP OF
BANK, ARE NOTED ON THE PLANS.
THIS STREAM IS MARKED ON THE SOIL SURVEY AND USGS MAP.

3. STEEP SLOPE PROTECTION: THERE ARE NO STEEP SLOPES, AS DEFINED BY
THE DURHAM PLANNING ORDINANCE, ON THE SITE.

4. WETLANDS: THE WETLAND AREAS ARE AS INDICATED ON THIS SITE.

SITE DATA TABLE

PROPERTY ID
OWNER
3104 SURRY ROAD
RALEIGH, NC 27707
LAND AREA EXISTING
EXISTING ZONING OI(D)
TIER SUBURBAN

WATERSHED OVERLAY

RIVER BASIN CAPE FEAR
TAX MAP REF N/A
EXISTING USE VACANT LAND , WOODED

PROPOSED USE OFFICE
FLOOR AREA PER D-PLAN
25% REDUCTION

TOTAL FLOOR AREA
BUILDING | AREA - PHASE |
BUILDING Il AREA - PHASE I
BUILDING Il AREA - PHASE 11
FAR PHASE I, Il, & 1lI 0.33

49,088
147,262 SF (MINIMUM)
53,000 SF (OFFICE)

PARKING REQUIRED PHASE |, I, & IlI: 795

PARKING PROVIDED PHASE | & Il 348
REGULAR: 314
COMPACT: 26
HANDICAP: 8

PARKING REQUIRED PHASE III: 285
STRUCTURED: 212 (4 HANDICAP)
SURFACE: 73 (3 HANDICAP)

TOTAL PARKING PROVIDED: 633 (20% REDUCTION)
BUILDING SETBACKS Front - 35'

Side - 20' EACH SIDE
Rear- 35'

BUILDING HEIGHT MAX
ALLOWED 90' WITH 50' SIDE YARDS
PROPOSED 90" MAXIMUM

SITE TO UTILIZE CITY OF DURHAM
WATER AND SEWER

IMPERVIOUS SURFACE:

0728-01-06-5288, 0726-01-06-9305, 0728-01-16-0793

SOUTHPOINT PROFESSIONAL PARTNERS, LLC

F/J-B (CROOKED CREEK WATERSHED)

196,350 SF (HOTEL, RESTURANT AND OFFICE)

30,000 SF (OFFICE/ RETAIL(NO LESS THAN 51% OFFICE)
113,000 SF (OFFICE/RETAIL)

PREVIOUS APPROVED PLANS

SITE AREA: 584,556 SF (13.42 ACRES)

IMPERVIOUS SURFACE PHASE I: 132,694 SF (3.04 AC.)
IMPERVIOUS SURFACE PHASE II: 55,909 SF (1.28 AC.)
IMPERVIOUS SURFACE PHASE | & Il TOTAL: 188,603 SF (4.33 AC.)
IMPERVIOUS REMOVED FROM PHASE | & II: 23,061 SF (0.53 AC.)
IMPERVIOUS SURFACE PHASE IlI: 93,942.7 SF (2.16 AC.)

SITE PLAN PHASE I

rownE

TOTAL PROPOSED IMPERVIOUS AREA |, Il & llI: (259,484.7 SF (5.96 ACRES)
TOTAL PROPOSED IMPERVIOUS PERCENTAGE FOR SITE: 44.4%
MAXIMUM IMPERVIOUS PER D-PLAN: 259,484.7 SF (44.4%)

TOTAL DISTURBED AREA FOR PHASE III: 1.5 AC.

DEVELOPMENT PLAN
SITE PLAN PHASE I.............

SITE PLAN PHASE I

CASE # D15XXXX

SUBMITTED ON DECEMBER 15, 2015

CITY OF DURHAM STANDARD NOTES:

1. STREAM BUFFERS: 100' FOOT WIDE UNDISTURBED STREAM BUFFER EACH SIDE OF STREAM, MEASURED FROM TOP OF BANK. NO CLEARING
OR GRADING OTHER THAN SELECTIVE THINNING AND ORDINARY MAINTENANCE OF EXISTING VEGETATION PERMITTED. NO STRUCTURES
REQUIRING GRADING MAY BE BUILT WITHIN 10 FOOT STREAM BUFFER SETBACK.

2. FOR SITE CONTAINING WETLANDS: STATE AND FEDERAL PERMIT AUTHORIZATION MAY BE REQUIRED FROM THE DEHNR AND THE U.S.
CORPS. OF ENGINEERS PRIOR TO THE COMMENTS OF ANY LAND DISTURBING ACTIVITIES IN OR NEAR A LAKE, STREAM CREEK, TRIBUTARY,
OR ANY UNNAMED BODY OF WATER AND IT'S ADJACENT WETLANDS.

3. CITY SANITARY SEWER EASEMENTS: CENTERLINE OF * FOOT WIDE CITY OF DURHAM SANITARY SEWER EASEMENT. SUBJECT TO TERMS
STATED IN THE DECLARATION IN REAL ESTATE BOOK 1510, PAGE 958. NO STRUCTURES, FILL, EMBANKMENTS, TREES, OR OBSTRUCTIONS
PERMITTED WITHIN THE EASEMENT EXCEPT ACCORDING TO THOSE TERMS. *SEE SITE PLAN FOR WIDTH.

4. UNDISTURBED LANDSCAPE BUFFERS * FOOT WIDE UNDISTURBED LANDSCAPE BUFFER. NO CLEARING OR GRADING OTHER THAN SELECTIVE
THINNING AND ORDINARY MAINTENANCE OF EXISTING VEGETATION PERMITTED. * SEE LANDSCAPE PLAN FOR WIDTH.

5. PROTECTION OF EXISTING VEGETATION: AT THE START OF GRADING INVOLVING TH LOWERING OF EXISTING GRADE AROUND A TREE OR
STRIPPING OF TOPSOIL, A CLEAN SHARP, VERTICAL CUT SHALL BE AT THE EDGE OF THE TREE SAVE AREA AT THE SAME TIME AS OTHER
EROSION CONTROL MEASURES ARE INSTALLED. THE TREE PROTECTION FENCING SHALL BE INSTALLED ON THE SIDE OF THE CUT
FARTHEST AWAY FROM THE TREE TRUNK AND SHALL REMAIN IN PLACE UNTIL ALL CONSTRUCTION IN THE VICINITY OF THE TREES IS
COMPLETE. NO STORAGE OF MATERIALS, FILL, OR EQUIPMENT AND NO TRESPASSING SHALL BE ALLOWED WITHIN THE BOUNDARY OF THE
PROTECTED AREA.

6. FOR PROJECTS UTILIZING ON SITE WATER SUPPLY OR WASTE DISPOSAL: APPROVAL DOES NOT GUARANTEE APPROVAL OF EITHER ON SITE
WATER SUPPLY OR WASTE DISPOSAL SYSTEMS OR THAT PERMITS WILL BE ISSUED FOR THE CONSTRUCTION OF EACH SYSTEMS.

7. SIDEWALK NOTE WHERE THERE IS TO BE A SIDEWALK WITHIN ROW AS FOLLOWS: THE LOCATION OF THE SIDEWALKS SHOWN ON THIS PLAN
IS SCHEMATIC. A CITY OF DURHAM AND/ OR NCDOT ENCROACHMENTS PERMITS, IS REQUIRED PRIOR TO ANY CONSTRUCTION. AFTER
OBTAINING THE REQUIRED PERMITS, PLEASE CONTACT THE CITY OF DURHAM ENGINEERING CONSTRUCTION INSPECTION OFFICE AT
560-4326 FOR A PRE CONSTRUCTION CONFERENCE AND FIELD VISIT PRIOR TO ANY WORK ON THE PROPOSED SIDEWALK.

8. B.STATE DRIVEWAY NOTE WHERE THERE IS TO BE A NEW DRIVEWAY CONSTRUCTION WITHIN ROW OF STATE MAINTAINED STREET AS
FOLLOWS: NCDOT DRIVEWAY PERMIT REQUIRED PRIOR TO CONSTRUCTION. CONTACT NCDOT AT 560-6854.

9. FOR SITES REQUIRED TO HAVE AN ENGINEERED STORM WATER CONTROL DEVICE: CONSTRUCTION PLANS WILL NOT BE APPROVED PRIOR
TO RECEIVING AN EXECUTED STORM WATER FACILITY PERMIT FEE ($2,000 PRE ENGINEERED STORM WATER CONTROL)., AND PERPETUAL
SURETY FOR THE CONTINUED OPERATION AND MAINTENANCE OF THE FACILITY (SURETY BASED ON FINAL DESIGN OF POND / DEVICE).
CONTACT THE STORM WATER SERVICES DIVISION OF THE PUBLIC WORKS DEPARTMENT.

10. SITE LIGHTING NOTES: MEASURES SHALL BE PROVIDED TO PREVENT LIGHT SPILLOVER ONTO ADJACENT PROPERTIES AND GLARE TOWARD
MOTOR VEHICLE OPERATORS. EXTERIOR LIGHTS SHALL BE SHIELDED SO THAT THEY DO NOT CAST DIRECT LIGHT BEYOND THE PROPERTY
LINE. IN ACCORDANCE WITH THESE STANDARDS:

A.  THE MAXIMUM ILLUMINATION AT THE EDGE OF THE PROPERTY LINE ADJACENT TO RESIDENTAIL ZONING IS 1/2 FOOT CANDLES.

B. THE MAXIMUM ILLUMINATION AT THE EDGE OF THE PROPERTY LINE ADJACENT TO NONRESIDENTAIL ZONING IS 5' FOOT CANDLES.
C. THE MAXIMUM ILLUMINATION AT THE EDGE OF THE PROPERTY LINE ADJACENT TO A STREET 5' FOOT CANDLES.
D.

P99-22 THE MAXIMUM HEIGHT FOR DIRECTIONAL FIXTURES, WHICH ARE DEFINED AS FIXTURES DESIGNED TO INSURE THAT NO LIGHT EMITTED
D05-366 ABOVE A HORIZONTAL LINE PARALLEL TO THE GROUND SHALL BE 25 FEET.
THE MAXIMUM HEIGHT FOR NON-DIRECTIONAL LIGHTING FIXTURES, WHICH ARE DEFINED AS FIXTURES
D06-348 DESIGNED TO ALLOW LIGHT TO BE EMITTED ABOVE A HORIZONTAL LINE PARALLEL TO THE GROUND
D06-971 SHALL BE 12 FEET. THIS MUST BE VERIFIED BY FIELD SURVEY ( BY USE OF PHOTOMETRIC SURVEY)

PRIOR TO THE CERTIFICATE OF COMPLIANCE BEING ISSUED. METHODS TO ACCOMPLISH THIS MUST
INCLUDE, BUT NOT BE LIMITED TO, HORIZONTAL LAMPS, SHIELDING OF LAMPS, REDUCTION IN THE
NUMBER OF FIXTURES, REDUCTION OF WATTAGE OF BULBS, ETC. ALL OF THIS INFORMATION,
INCLUDING DETAILS, WILL BE REQUIRED ON BUILDING PLANS PRIOR TO ISSUANCE OF BUILDING PERMIT.

11. LANDSCAPE / C.O. STANDARD NOTE: ALL LANDSCAPING MUST BE IN PLACE PRIOR TO REQUEST FOR CERTIFICATE OF COMPLIANCE.

12. LANDSCAPE RE-INSPECTION FEE: EACH LANDSCAPING COMPLIANCE INSPECTION AFTER THE INITIAL INSPECTION WILL INCUR A
RE-INSPECTION FEE, STARTING AT $100 + 4% TECHNOLOGY SURCHARGE. EACH SUBSEQUENT RE-INSPECTION WILL INCREASE BY $100 + 4%
(EXAMPLE 1ST-$104, 2ND- $208, 3RD- $312, ETC. PAYMENT MUST BE RECEIVED BY THE DURHAM COUNTY PLANNING DEPARTMENT PRIOR TO
RE-INSPECTION.

13. TREE PROTECTION NOTE: TREE PROTECTION FENCING MUST BE IN PLACE PRIOR TO ANY DEMOLITION, LAND DISTURBANCE OR ISSUANCE
OF A GRADING PERMIT AND SHALL INCLUDE WARNING SIGNS POSTED IN BOTH ENGLISH AND SPANISH, AS FOLLOWS: " NO TRESPASSING

REVISIONS TO APPROVED PLANS

HEREBY AMEND SITE PLAN CASE NO. D06-971.

PHASE Ill BUILDING AREA HAS BEEN INCREASED TO
MEET MAXIMUM ALLOWED BY DEVELOPMENT PLAN
AND STRUCTURED PARKING HAS BEEN PROVIDED

IN-LIEU OF SURFACE PARKING. THIS SITE PLAN SHALL

/TREE PROTECT/ PROHIBIDO ENTRAR/ ZONA PROTECTORA PARA LOS ARBOLES."

14. ROOT ZONE PROTECTION AREA: EQUALS ONE FOOT OF RADIUS FOR EVERY INCH OF DIAMETER OF EXISTING TREES, OR SIX FOOT RADIUS,
WHICHEVER IS GREATER. NO DISTURBANCE ALLOWED WITHIN THIS AREA. AREA MUST BE PROTECTED WITH TREE PROTECTION FENCING
AND WARNING SIGNS.

REQUIRED PRIOR TO ISSUANCE OF A CERTIFICATE OF COMPLIANCE FOR PHASE |l & IIl BUILDING

TRAFFIC DEMAND MANAGEMENT PLAN

13.42. (584,566 SF)

1. VAN POOL PARKING AREA - MINIMUM OF 5 VAN POOL SPACES SHALL BE PROVIDED. ADDITIONAL SPACES WILL BE PROVIDED WHEN DEMAND
WARRANTS.

2. RIDE SHARE DROP OFF /PICK-UP AREAS - A COVERED WAITING AREA WITH BENCHES SHALL BE PROVIDED WITHIN 50' OF THE PICK-UP AREA. (AREAS
HAVE BEEN PROVIDED WITH PHASE | BUILDING)

3. PRIORITY CAR POOL/RIDE SHARE PARKING SPACES - THE DEVELOPMENT SHALL PROVIDE AND RESERVE A MINIMUM 25 SPACES (5%OFFICE
PARKING) FOR CAR POOLERS. PROMINENT AND UNIQUE SIGNAGE WILL BE USED TO DESIGNATE AND PROMOTE CAR POOLING. ADDITIONAL SPACES
DATES ISSUED AND MAY BE DESIGNATED WHEN DEMANDS WARRANTS. (SPACES HAVE BEEN PROVIDED IN EACH PHASE OF PARKING)
LIST OF DRAWINGS REVISED 4. SHELTERED MASS TRANSIT STOP - FOR DATA AND TTA BUSSES AND VAN SERVICES - THIS SHELTER SHALL ALSO INCLUDE BENCHES AND BIKE
RACKS. (TO BE ALONG NC 54)
5. SHELTERED BIKE AND PEDESTRIAN STATION - WITH MAP BOARDS SHOWING THE AREA'S BIKE AND GREENWAY SYSTEMS. THIS STATION SHALL
ALSO SERVE AS A POTENTIAL MEETING POINT FOR FUTURE MASS TRANSIT SERVICE ON CROOKED CREEK. (SHOWN ON PHASE Il PLANS)
> 6. BIKE RACK AND BENCHES - TO BE PROVIDED ALONG VARIES POINTS OF PEDESTRIAN COURTYARDS AND BOULEVARDS, BIKE RACKS WITHIN THIS
'-'ZJ o M~ DEVELOPMENT SHALL PROVIDE STORAGE FOR AT LEAST 50 BIKES. (BIKE RACKS HAVE BEEN SHOWN IN EACH PHASE)
= 0 o 7. SHOWERS, LOCKERS, AND CHANGING FACILITIES - TO BE PROVIDED WITHIN THE OFFICE BUILDING FOR CYCLIST AND PEDESTRIANS WHO BIKE AND
o m NAME x JOG TO WORK. THESE FACILITIES SHALL BE PROVIDED AT THE FOLLOWING RATIO: 1 SHOWER FOR MALES AND FEMALES AND 8 LOCKERS PER 200
O % W0 EMPLOYEES. (FACILITIES WILL BE PROVIDED AS NEEDED)
%) > B 8. NOTICE BOARDS - FOR CAR POOL, AND RIDE SHARE, MASS TRANSIT INFORMATION AND OPPORTUNITIES. (THIS WILL BE PROVIDED IN LOBBY OF
&) 3 PHASE IIl BUILDING)
9. EMERGENCY RIDE HOME SPACE - FOR CAR POOLERS WHO NEED VEHICLE ACCESS TO MAKE UNEXPECTED TRIPS HOME FOR AN EMERGENCY.
R 10. EMPLOYEE TRANSPORTATION COORDINATOR FACILITIES (ETC) - TO BE PROVIDED FOR OFFICE PORTION OF THE DEVELOPMENT. THE ETC WILL:
C C0.00 COVER *  PROVIDE TRANSIT/ RIDE SHARING INFORMATION TO TENANTS/ EMPLOYEES, INCLUDING THE PRODUCTION AND DISTRIBUTION OF A "COMMUTER
KIT" EXPLAINING TRANSPORTATION OPTIONS TO EMPLOYEES;
o *  SELL ALL TRANSIT PASSES FOR DATA AND TTA SERVICES OFFING A MINIMUM OF A 10% DISCOUNT FOR FARE MEDIA SOLD ON SITE;
C C0.01 | EXISTING CONDITION *  ADMINISTER "GUARANTEE RIDE HOME" PROGRAM:
*  PROMOTE FLEXTIME AND STAGGERED SHIFTS TO TENANTS; AND
*  MONITOR PROPER USE OF RESERVED SPACES.
[ J
c C2.00 DEMOLITION PLAN (TO BE PROVIDED IN PHASE Ill BUILDING)
11. TELECOMMUNICATION FACILITIES - SHALL BE PROVIDED ALONG OFFICE EMPLOYEES WITHIN THE DEVELOPMENT. THIS INCLUDES PROVISION OF
I C3.00 SITE PLAN ° REQUIRED TELECOMMUNICATION INFRASTRUCTURE IN BUILDING #2. ( THIS IS TO BE PROVIDED THROUGH EMAIL OF EACH OFFICE)
: 12. OFFICE SUPPORTIVE RETAIL - RETAILERS IN BUILDING #3 SHALL BE SERVICE-ORIENTED TO REDUCE DEPENDENCE ON AUTO TRAVEL BY EMPLOYEE
DURING THE COURSE OF THE WORK DAY. THESE RETAILERS ALSO WILL BE EASILY ACCESSIBLE BY WALKING OR BIKING FROM NEARBY
C C3.01 SITE PLAN ENLARGEMENT ° NEIGHBORHOODS. THIS CREATES AN OVERALL PEDESTRIAN /TRANSIT ORIENTED DEVELOPMENT. (RETAIL IS TO BE PROVIDED IN THE PHASE II
BUILDING)
13. PEAK HOUR AUTO DISTRIBUTION - ETC WILL DEVELOP STRATEGY & SCHEDULE VEHICLES OUT OF AM/PM PEAK HOURS. (TO BE DEVELOPED BY ETC
C C5.00 GRADING PLAN g AS NEEDED)
C C5.01 GRADING PLAN ENLARGEMENT L4
C C6.00 | UTILITY PLAN i Southpoint Professional Center
ITE Trip Generation Comparison (Vehicles)
Daity AM Peak Hour PM Peak Hour
C C9.00 SITE DETAILS ¢ ITE LUC Land Use Intensity units Total Enter Exit Total Enter Exit Total Enter Exit
Phase I
C C9.01 SITE DETAILS PY 710 |General Office Building 53,780 s.f. 827 414 413 83 73 10 80 14 66
] Phase I
710 General Office Building 15,000 s.f. 310 155 ;gg 5(3) g(l) 3_39 1272g 846 ég
® 820 |G | Retail 15,000 s.f. 1,979 989
c C9.30 UTILITY DETAILS P::se;an szgéotax 3,285 | 1,145 | 1,144 73 51 22 701 50 11
C L1.00 LANDSCAPE PLAN ¢ 710 |General Office Building 112,570 | sf. 1,461 731 730 206 181 25 205 35 170
C |_2 00 LANDSCAPE DETA”_S ° Subtotal - All Phases 4,577 2,289 2,288 362 305 57 486 139 347
) Internal Capture
General Office 70 30 ‘338 g g g g g ;
General Retail 70 40
A | A2.01 | BUILDING ELEVATIONS . [ T B R e B e o e
Pass-By Capture AM PM
A A2.02 BUILDING ELEVATIONS L General Retail 34% 600 300 300 0 0 0 60 29 31
New Net External Traffic 3,837 1,919 1,918 362 305 57 416 105 311

SP

ECIAL CONDITIONS OF APPROVAL:

=

RE

GREEENWAY EASEMENT HAS BEEN RECORDED. (SEE PLAT BOOK 170-275)

FIRE FLOW ANALYSIS REQUIRED. WATERLINE SIZE MAY CHANGE BASED ON ACCEPTABLE FIRE FLOW
ANALYSIS. CONTACT ENGINEERING AT 560-4326 TO SCHEDULE FLOE=W TEST OR TO OBTAIN CURRENT
SYSTEM DATA.

WATER PERMIT REQUIRED. SEWER PERMIT REQUIRED.

FINAL DESIGN CALCULATIONS FOR THE STORMWATER DETENTION STRUCTURE OR WATER QUALITY
STRUCTURE WILL REQUIRE THE USE OF STORAGE INDICATION ROUTING METHODOLOGY SUCH AS TR-20 OR
HEC-1 MODELS. FOR DETENTION BASINS, PROVIDE STAGE STORAGE RELATIONSHIP AND INFLOW
HYDROGRAPHS. PROVIDE ALL TABULATED DATA INCLUDING CALCULATIONS SHOWING OUTLET UNDER
ORIFICE CONTROL BARREL CONTROL, WEIR CONTROL(AS APPROPRIATE) TO SHOW HOW THE RATING WAS
DEVELOPED.

AN EXECUTED STORMWATER FACILITY OPERATION AND MAINTENANCE PERMIT AGREEMENT (PREPARED BY
STORMWATER SERVICES, CITY OF DURHAM). PAYMENT OF STORMWATER FACILITY PERMIT FEE ($2,000 PER
DETENTION / WATER QUALITY DEVICE) AND PERPETUAL SURETY FOR THE CONTINUED OPERATION AND
MAINTENANCE OF THAT FACILITY IS REQUIRED PRIOR TO CONSTRUCTION PLAN APPROVAL.

A COMPLETED CITY OF DURHAM DESIGN SUMMARY IS REQUIRED (FOR EACH DETENTION/WATER QUALITY
DEVICE) NO LATER THAN AT THE FIRST CONSTRUCTION DRAWING SUBMITTAL.

ALL ON-SITE IMPERVIOUS SURFACE AREA FOR THE ENTIRE PROPERTY IS TO BE TREATED FOR TSS REMOVAL
BY MEANS OF AN APPROVED STORMWATER FACILITY.

BACK FLOW PERMIT PERMIT REQUIRED WITH THIS PROJECT. CONTACT DEPARTMENT OF WATER
MANAGEMENT AT 560-4194.

51% OF THE BUILDING MUST BE DEVOTED TO OFFICE USE ALL OTHER USES MUST BE IN COMPLIANCE WITH
SECTION 4C.2.9.4 OF THE DURHAM ZONING ORDINANCE.

QUIRED PRIOR TO ISSUANCE OF A GRADING PERMIT:

1.

TREE PROTECTION FENCING MUST BE IN PLACE PRIOR TO DEMOLITION, LAND DISTURBANCE OR ISSUANCE OF

A GRADING PERMIT AND SHALL INCLUDE WARNING SIGNS POSTED IN BOTH ENGLISH AND SPANISH, AS
FOLLOWS" NO TRESPASSING /TREE PROTECT/ PROHIBIDO ENTRAR/ ZONA PROTECTORA PARA LOS ARBOLES."

QUIRED PRIOR TO ISSUANCE OF A BUILDING PERMIT:

RE
L

RE

ALL SIZES, MATERIALS, SLOPES, LOCATIONS, EXTENSIONS AND DEPTHS FOR ALL PROPOSED UTILITIES
(WATERLINE, SANITARY, SEWER LINES AND STORM DRAINAGE CONVEYANCE SYSTEMS) SHALL BE REVIEWED
AT CONSTRUCTION DRAWING SUBMITTAL AND BE SUBJECT TO APPROVAL BY THE CITY OF DURHAM PUBLIC
WORKS DEPARTMENT BASED UPON THE DESIGN CRITERIA AND STANDARDS SET FORTH BY THE PUBLIC
WORKS DEPARTMENT.

CONSTRUCTION DRAWINGS REQUIRED: THE DESIGN ENGINEER (A NCPE) WILL SUBMIT 3 SETS OF
CONSTRUCTION DRAWINGS (PLAN & PROFILE IF REQUIRED) TO CITY ENGINEERING FOE REVIEW AND
APPROVAL BEFORE STARTING CONSTRUCTION. THIS SUBMITTAL MUST BE DONE PRIOR TO APPLYING FOR A
BUILDING PERMIT. NOTE: THE APPROVAL OF CONSTRUCTION DRAWINGS IS SEPARATE FROM SITE PLAN
APPROVAL.

A 100' GREENWAY EASEMENT HAS BEEN RECORDED. A 10' GREENWAY TRAIL WILL BE LOCATED WITHIN THIS
GREENWAY SYSTEM. THE DEVELOPER SHALL PROVIDE AT LEAST (2) PEDESTRIAN CONNECTIONS TO THE
CITY'S TO CONTRACT A TRAIL THROUGH THIS GREENWAY SYSTEM.

CROSS ACCESS AND ANY MAINTENANCE EASEMENTS WILL BE FILED PRIOR TO ISSUANCE OF CERTIFICATE OF
OCCUPANCY.

QUIRED PRIOR TO ISSUANCE OF A CERTIFICATE OF COMPLIANCE:

LANDSCAPE RE-INSPECTION FEE: EACH LANDSCAPING COMPLIANCE INSPECTION AFTER THE INITIAL
INSPECTION WILL INCUR A RE-INSPECTION FEE, STARTING AT $100 + 4% TECHNOLOGY SURCHARGE. EACH
SUBSEQUENT RE-INSPECTION WILL INCREASE BY $100 + 4% (EXAMPLE 1ST-$104, 2ND- $208, 3RD- $312, ETC.
PAYMENT MUST BE RECEIVED BY THE DURHAM COUNTY PLANNING DEPARTMENT PRIOR TO RE-INSPECTION.
ALL LANDSCAPING MUST BE IN PLACE PRIOR TO REQUEST FOR A CERTIFICATE OF CERTIFICATE OF
COMPLIANCE.

GENERAL:

BY REFERENCING ROADWAY IMPROVEMENTS ON THE PLAN, THE APPLICANT AGREES TO CONSTRUCT
SAID IMPROVEMENTS PRIOR TO ISSUANCE OF A CERTIFICATE OF OCCUPANCY IN A MANNER THAT WILL
ALLOW THEM TO FUNCTION AS NOTED ON THE PLAN AND IN ACCORDANCE WITH NCDOT AND CITY OF
DURHAM STANDARDS AND POLICIES. THIS INCLUDES (WHERE APPROPRIATE) BUT IS NOT LIMITED TO:
ADEQUATE TRANSITION TAPERS, ALIGNMENT OF LANES THROUGH INTERSECTIONS, ASSOCIATED
SIGNAL MODIFICATIONS, PAVEMENT MARKINGS, ASSOCIATED SIGNAGE, CURB AND GUTTER,
COORDINATION WITH OTHER PROPOSED ROADWAY IMPROVEMENTS AND BIKE LANES. THE APPLICANT
ALSO ACCEPTS THE FINANCIAL RESPONSIBILITY FOR ACQUISITION OF ANY ADDITIONAL RIGHT OF WAY
NECESSARY TO ACCOMMODATE THESE IMPROVEMENTS AND ANY REQUIRED SIDEWALK
CONSTRUCTION.

FIRE LANES ARE TO BE MARKED IN ACCORDANCE WITH THE CITY GUIDELINES. CONTACT FIRE
PREVENTION AT (919) 560-4233 EXT 246 REGARDING PROCUREMENT OF SIGNS.

A COMMON SIGNAGE PLAN SHALL BE FILED SEPARATELY AND BE APPROVED BY THE CITY OF DURHAM
INSPECTION DEPARTMENT AND PLANNING DEPARTMENT.

STRATEGY & SCHEDULE SHALL BE DEVELOPED AND DISTRIBUTE VEHICLES OUT OF AM/PM PEAK HOURS.
TO RECEIVE ONGOING OR AS-NEEDED PROVISION OF ANY CITY SOLID WASTE SERVICE WITHIN CITY
LIMITS INCLUDING DEBRIS CLEANUP OR COLLECTION OF GARBAGE, RECYCLABLES, YARD WASTE, OR
BULKY ITEMS ON ANY PRIVATE ROAD OR OTHER PROPERTY, A WAIVER OF LIABILITY MUST BE
EXECUTED BY THE APPROPRIATE LEGAL ENTITY, FORM TO BE PROVIDED BY THE DEPARTMENT OF
SOLID WASTE MANAGEMENT, CONTACT SWM AT 560-4186, EXT. 254

PROPERTY OWNER/MANAGER WILL BE RESPONSIBLE FOR TRANSPORTING ALL WASTE TO THE WASTE
HANDLING FACILITY.

FREQUENCY OF SOLID WASTE COLLECTION SHALL PREVENT ILLEGAL PLACEMENT OR DISPOSAL
GARBAGE OR TARGET RECYCLABLES.
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NOTES:

1.

ENSURE ALL EROSION CONTROL MEASURES ARE IN PLACE
AND WORKING ORDER PRIOR TO THE START OF ANY
DEMOLITION AND CONSTRUCTION. EROSION CONTROL
MEASURES INSTALLED IN THE PREVIOUS CONTRACT ARE TO
BE MAINTAINED IN ACCORDANCE WITH THE APPROVED
EROSION CONTROL MEASURES.

PAVED AREAS NOT INDICATED TO BE DEMOLISHED, ARE TO
REMAIN. ALL CONCRETE SAW CUTS ARE TO BE CLEAN,
STRAIGHT AND NEAT. SEE SHEET C2.00 SITE PLAN FOR LIMITS
OF DEMOLITION.

UTILITIES; SEE UTILITY PLANS. CONTRACTOR TO COORDINATE
WITH UTILITY COMPANIES FOR LOCATION, REMOVAL AND
RELOCATION FOR ANY UTILITIES. CONTRACTOR RESPONSIBLE
FOR DETERMINING EXTENT AND LOCATION OF UTILITES &
COORDINATING.THIS MAY INCLUDE CONTRACTING "NO-CUTS"
TO HELP LOCATE SOME UTILITIES.

CONTRACTOR RESPONSIBLE FOR OBTAINING ANY PERMITS
FOR WORK IN THE NCDOT AND CITY OF DURHAM RIGHT OF
WAY. ANY DAMAGE INFRASTRUCTURE IN THE RIGHT OF WAY
CAUSED BY CONSTRUCTION ACTIVITIES MUST BE PREPARED
TO CITY OF DURHAM AND NCDOT STANDARDS. THIS
INCLUDES, BUT IS NOT LIMITED TO UTILITIES, SIDEWALKS,
CURB AND GUTTER, ASPHALT.

CONTRACTOR RESPONSIBLE FOR REMOVING EVERYTHING
WITHIN THE CLEARING LIMITS AND OFF-SITE WORK ZONE
INCLUDING TREES, STUMPS, TRASH, FENCING, OR BUILDING
MATERIALS.

BEFORE STARTING ANY CONSTRUCTION OF IMPROVEMENTS
WITHIN ANY CITY OR N.C.D.O.T. STREET OR HIGHWAY RIGHT
OF WAY THE FOLLOWING PROCEDURES SHOULD BE
UNDERTAKEN: CITY RIGHT OF WAY : CONTRACT LOCAL
AUTHORITIES' TRAFFIC ENGINEERING DEPARTMENT FOR
INFORMATION ON DETOURS, OPEN CUTTING OF STREETS OR
FOR ANY CONSTRUCTION WITHIN RIGHT OF WAY. N.C.D.O.T.
RIGHT OF WAY: CONTACT PROJECT ENGINEERS AND OBTAIN
ALL PERMITS AND ENCROACHMENTS (KEEP COPIES ON
CONSTRUCTION SITE, ALSO CONTACT N.C.D.O.T. DISTRICT
OFFICE 24 HOURS IN.
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SITE FURNISHINGS:

BENCHES ARE TO BE STRAP TYPE, 6' LENGTH, WITH BACKS.

COLOR TO BE CHOSEN BY ARCHITECT FROM MANUFACTURER'S
STANDARD COLORS. (FOR EXAMPLE WASSAU INC MODEL MF2201

OR EQUIVALENT.)

OTHER FURNISHINGS SUCH AS RECEPTACLES AND TRASH

DEVELOPMENT PLAN NOTES:

1. SITE DEVELOPMENT WILL COMPLY WITH RESUBMITTED
IMAGE GUIDELINES IN ACCORDANCE WITH DURHAM CITY
CODE SECTION 15.3.6.2q.

2.  SERVICE DOCKS AND DUMPSTER FACILITIES RELATED TO

ALL USES SHALL BE SCREENED WITH PLANTINGS, BERMS,

RECEPTACLES ARE TO BE CHOSEN FROM THE SAME AND OR FENCING TO OBSTRUCT DIRECT VIEW FROM EX. CB - — - - —/EX_CONC -
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GENERAL NOTES:

1. ALL DIMENSIONS AND GRADES SHOWN ON THE PLANS SHALL BE FIELD
VERIFIED BY THE CONTRACTOR PRIOR TO CONSTRUCTION. CONTRACTOR
SHALL NOTIFY THE OWNER IF ANY DISCREPANCIES EXIST PRIOR TO
PROCEEDING WITH CONSTRUCTION FOR NECESSARY PLAN OR GRADE
CHANGES. NO EXTRA COMPENSATION SHALL BE PAID TO THE CONTRACTOR
FOR ANY WORK DONE DUE TO DIMENSIONS OR GRADES SHOWN
INCORRECTLY ON THESE PLANS IF SUCH NOTIFICATION HAS NOT BEEN GIVEN.

2. ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE CITY OF DURHAM
STANDARDS AND SPECIFICATION.

3. CONTRACTOR SHALL NOTIFY "NORTH CAROLINA ONE CALL" (1-800-632-4949)
AT LEAST 48 HOURS PRIOR TO BEGINNING OR EXCAVATION TO HAVE EXISTING
UTILITIES LOCATED. CONTRACTOR TO CONTACT ANY LOCAL UTILITIES THAT
PROVIDE THEIR OWN LOCATOR SERVICES INDEPENDENT OF "NORTH
CAROLINA ONE CALL".

4. PRIOR TO BEGINNING CONSTRUCTION, THE GENERAL CONTRACTOR SHALL
SCHEDULE AND ATTEND A PRECONSTRUCTION CONFERENCE WITH THE CITY
OF DURHAM DEPARTMENT (919) 890-3766, AND A REPRESENTATIVE OF THE
OWNER.

5. CONSTRUCTION, MAINTENANCE AND REMOVAL OF ALL EROSION CONTROL
DEVICES ARE THE RESPONSIBILITY OF THE GENERAL CONTRACTOR.

6. EXISTING UTILITIES AND STRUCTURES SHOWN, BOTH UNDERGROUND AND
ABOVE GROUND, ARE BASED ON A FIELD SURVEY AND THE BEST AVAILABLE
RECORD DRAWINGS. THE CONTRACTOR SHALL VERIFY FIELD CONDITIONS
PRIOR TO BEGINNING RELATED CONSTRUCTION. ANY DISCREPANCIES SHALL
BE REPORTED TO OWNER'S REPRESENTATIVE IMMEDIATELY.

7. SOIL UNDER BUILDINGS, PAVED AREAS AND WITHIN SLOPES GREATER 3:1 (H:V)
SHALL BE APPROVED, PLACED AND COMPACTED AS RECOMMENDED BY THE
GEOTECHNICAL ENGINEER. THESE SOILS SHALL BE COMPACTED TO THE
STANDARD PROCTOR MAXIMUM DRY DENSITY UNLESS OTHERWISE
RECOMMENT=DED BY THE GEOTECHNICAL ENGINEER.

8. ALL BANKS, SWALES AND FILL SLOPES SHALL BE NO STEEPER THAN 2:1
MAXIMUM. CUT SLOPES SHALL BE NO STEEPER THAN 2:1.

9. ALL GRADING MUST PRODUCE SURFACE DRAINAGE ADEQUATE TO PREVENT
STANDING WATER OR WET LAWN AREAS, AND TO ENSURE THAT ALL STORM
WATER FLOWS TO INLET OR OTHER POINTS OF DISCHARGE.

10. ALL SIDEWALKS SHALL BE CONSTRUCTED WITH A MINIMUM 2% CROSS SLOPE
IN THE DIRECTION SHOWN ON THE PLAN.

STORM DRAINAGE NOTES:

1. ALL STORM DRAINAGE PIPES SHOWN ARE TO BE CLASS Ill REINFORCED
CONCRETE (RCP) UNLESS NOTED OTHERWISE.

2. ALL STORM DRAINAGE CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE
CITY OF DURHAM STANDARDS.

3. ALL CONCRETE SHALL MEET A MINIMUM 3000 PSI COMPRESSIVE STRENGTH.

4. ALL PIPEIN STORM DRAIN STRUCTURES SHALL BE STRUCK EVEN WITH
INSIDE WALL.

5.  ALL PIPE JOINTS SHALL BE MADE WITH PREFORMED JOINT SEALER, WHICH
CONFORMS TO AASHTO SPECIFICATION M-198 FOR TYPE B FLEXIBLE PLASTIC
GASKETS UNLESS OTHERWISE NOTED.

6. THE INTERIOR SURFACE OF ALL STORM DRAINAGE STRUCTURES SHALL BE
POINTED UP AND SMOOTHED TO AN ACCEPTABLE STANDARD USING
MORTAR MIXED TO MANUFACTURE'S SPECIFICATION.

7. ALL BACKFILL SHALL BE NON-PLASTIC IN NATURE, FREE FROM ROOTS,
VEGETATION MATTER, WASTE CONSTRUCTION MATERIAL OR OTHER
OBJECTIONABLE MATERIAL. SAID MATERIAL SHALL BE CAPABLE OF BEING
COMPACTED BY MECHANICAL MEANS AND SHALL HAVE NO TENDENCY TO
FLOW OR BEHAVE IN A PLASTIC MANNER UNDER THE TAMPING BLOWS OR
PROOF ROLLING.

8. MATERIALS DEEMED BY THE OWNER'S REPRESENTATIVE AS UNSUITABLE
FOR BACKFILL PURPOSES SHALL BE REMOVED AND REPLACES WITH
SUITABLE MATERIAL.

9. BACKFILLING OF TRENCHES SHALL BE ACCOMPLISHED IMMEDIATELY AFTER
PIPE IS LAD. THE FILL AROUND THE PIPE SHALL BE THOROUGHLY
COMPACTED TO 95% OF THE MAXIMUM DRY DENSITY OBTAINABLE WITH THE
STANDARD PROCTOR TEST. THE TOP EIGHT (8) INCHED SHALL BE
COMPACTED TO 100% STANDARD PROCTOR.

10. UNDER NO CIRCUMSTANCES SHALL WATER BE ALLOWED TO RISE IN
BACKFILLED TRENCHES AFTER PIPE HAS BEEN PLACES.
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3.  ANY TREE ROOTS EXPOSED BY CONSTRUCTION SHALL BE SEVERED CLEANLY
WITH PRUNING TOOL.
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4. DO NOT DISPOSE OF ANY CHEMICALS OR REMOVE SOIL OUTSIDE THE LIMITS
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5. WHEN INSTALLING NEW LANDSCAPE PLANTS, DO NOT DRIVE EQUIPMENT ®
UPON OR DISTURB THE SOIL WITHIN THE CRITICAL ROOT ZONE OF EXISTING
TREES.
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6. SIGNAGE IN BOTH ENGLISH AND SPANISH MUST BE PLACES ON TREE
PROTECTION FENCING WITH MINIMUM SPACING OF 75' O.C. SIGNAGE SHOULD
READ " TREE PROTECTION AREA - NO TRESPASSING WITHIN THE FENCE" AND
PROHIBIDO ENTRAR /ZONA PROTECTORA PARA LOS ARBOLES".
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7. AT THE START OF GRADING INVOLVING THE LOWERING OF EXISTING GRADE
AROUND A TREE OR STRIPPING OF TOPSOIL, A CLEAN, SHARP, VERTICAL CUT
SHALL BE MADE AT THE EDGE OF THE SAVE AREA AT THE SAME TIME AS
OTHER EROSION CONTROL MEASURES ARE INSTALLED. THE TREE
PROTECTION FENCING SHALL BE INSTALLED ON THE SIDE OF THE FARTHEST
AWAY FROM THE TRUNK AND SHALL REMAIN IN PLACE UNTIL ALL
CONSTRUCTION IN THE VICINITY OF THE TREES IS COMPLETE. NO STORAGE SRR JORéLEg soon 5
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SEWER NOTES: 4
UTILITY LEGEND GECT. = =
1. BACKFLOW PREVENTORS SHALL BE PROVIDED FOR ALL UNITS WITH FINAL CREEKS ED . e — B A
EALA?\IC:'%EEEVAT'ONS OF BUILDINGS LESS THAN 1'-0" ABOVE UPSTREAM —— W —  EXISTING WATER LINE CROOKED CREEK PARKWA Y E o JBLIC R/W— " " . R
’ — W — PROPOSED WATER LINE RAW C)=316.73 L~
2. MINIMUM COVER OF 5 FEET IN TRAFFIC AREAS TO BE PROVIDED FOR ALL EXISTING SANITARY SEWER LINE o NIy . ) —— -+ ——EX CONC SWE — MATE'E WATERLINE -
COLLECTOR LINES 4 INCHES AND LARGER. IF LESS THAN 5 FEET, DUCTILE — ss— PROPOSED SANITARY SEWER LINE — EX. 8" W APPRO \
IRON PIPE SHALL BE REQUIRED.
W PROPOSED FIRE HYDRANT
3. MINIMUM SLOPE FOR 4 INCH SANITARY SEWER COLLECTION LINES SHALL ‘ _— —
BE NO LESS THAN 2.0% WITH CLEANOUTS EVERY 75 LINEAL FEET. X PROPOSED WATER VALVE N — =2 o - 421 FAYETTEVILLE ST, STE 400 FIRM LICENSE #: C-1051
RN — < C T 919.380.8750 PROJECT #: C15114
4. MINIMUM SLOPE FOR 6 INCH SANITARY SEWER COLLECTION LINES SHALL EXISTING SANITARY SEWER MANHOLE = -
BE NO LESS THAN 1.0% WITH CLEANOUTS EVERY 75 LINEAL FEET. S PROPOSED SANITARY SEWER MANHOLE \
5. SANITARY SEWER EASEMENTS: SUBJECT TO TERMS STATED IN THE co 8" TEE _ '
DECLARATION IN REAL ESTATE BOOK 1510, PAGE 958. NO STRUCTURES, O PROPOSED CLEANOUT gﬁ;ftiggg/gﬁs 8" VALVE N Client:
FILL, EMBANKMENTS, TREES OR OBSTRUCTIONS PERMITTED WITHIN THE O PROPOSED FDC / VALY
EASEMENT EXCEPT ACCORDING TO THOSE TERMS. FDC . 8"45°BEND GURLITZ ARCHITECTUAL GROUP, P.A.
N I . 5310 SOUTH ALSTON AVENUE, STE 220
[ ]| PROPOSED BACKFLOW METER = 20' PRIVFTE WATER / DURHAM, NOTH CAROLINA
WATER NOTES: EASEMENT DURHAM, MO
SV PROPOSED POST INDICATOR VALVE (PIV) | E 919.493.8937
1. WATERLINES WILL BE 3' OFF CURB AND GUTTER UNLESS SHOWN & Yo 5° BEND -
OTHERWISE. GREASE INTERCEPTOR '
2. LAY WATER MAINS AT LEAST 10 FEET LATERALLY FROM EXISTING OR . Owner:
PROPOSED SANITARY SEWER. IF LOCAL CONDITIONS OR BARRIERS — — — 300'HYDRANT COVERAGE CIRCLE »
PREVENT A 10 FOOT SEPARATION, LAY THE WATER MAIN WITH AT LEAST 18" / SOUTHPOINT PROFESSIONALPARTNER, LLC
VERTICAL SEPARATION ABOVE TOP THE SANITARY SEWER PIPE EITHER IN s ~ 3104 SURRY ROAD
A SEPARATE TRENCH OR IN THE SAME TRENCH ON A BENCH OF \\\ DURHAM, NC 27707
UNDISTURBED EARTH. INDICATOR . \
3. WHEN A PROPOSED WATER MAIN GROSSES OVER A PROPOSED OR CHILLER PAD VALVE
EXISTING SANITARY SEWER, LAY THE WATER MAIN AT LEAST 18 * VERTICAL ~ BACK FLOW 8" X6 TEE ’
SEPARATION ABOVE THE TOP OF THE SANITARY SEWER. IF LOCAL TRANSFORMER PREVENTER o UALVE 128" DUKE POWERLINE EASEMENT (PB 134, F :
CONDITIONS PREVENT AND 18" VERTICAL SEPARATION, CONSTRUCT BOTH INSIDE BLDG X Project:

/ FIRE
HYDRANT (TYP)

THE WATER MAIN AND THE SANITARY SEWER FOR A DISTANCE OF 10 FEET
ON EACH SIDE TO THE POINT OF CROSSING WITH FERROUS PIPE HAVING
WATER MAIN QUALITY JOINTS.

4. WHEN A PROPOSED WATER MAIN CROSSES UNDER A PROPOSED OR
EXISTING SANITARY SEWER, CONSTRUCT BOTH THE WATER MAIN AND THE
SANITARY SEWER OF FERROUS MATERIALS WITH JOINTS THAT ARE
EQUIVALENT TO WATER MAIN STANDARDS FOR A DISTANCE OF 10 FEET ON
EACH SIDE OF THE POINT OF CROSSING. CENTER THE SECTION OF WATER
PIPE AT THE POINT OF CROSSING.

/ SOUTHPOINT
PROFESSIONAL
CENTER
1]

5.  MAINTAIN A MINIMUM COVER OF 36" AND MAXIMUM COVER 42" BELOW
FINISHED GRADE OVER ALL PIPES UNLESS OTHERWISE DIRECTED OR
SHOWN ON THE PLANS. DUE TO THE HEIGHTS OF VALVES, INCREASE THE
COVER DEPTHS ADJACENT TO THE VALVES OR VARIED AT POINTS OF TIE-IN
TO EXISTING LINES.

6. WATER MAIN INSTALLATION SHALL BE IN ACCORDANCE WITH NCDOT
STANDARD SPECIFICATIONS 1500, 1505 & 1510 (2002 EDITION).

7. CROSS CONNECTION PERMITS ARE REQUIRED FOR ALL BACK-FLOW
PREVENTERS. CONTRACTOR SHOULD CONTACT ENVIRONMENTAL
RESOURCES-CROSS CONNECTION CONTROL FOR PERMIT APPLICATION AT
(191) 560-4194.
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20' PRIVATE WATER
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/ CALL" (1-800-632-4949) AT LEAST 48 HOURS PRIOR TO
BEGINNING CONSTRUCTION OR EXCAVATION TO HAVE X s
EXISTING UTILITIES LOCATED. CONTRACTOR TO ~°, G'NE QV“\S
CONTACT ANY LOCAL UTILITIES THAT PROVIDE THEIR “, /1/5 ER’S -
OWN LOCATOR SERVICE INDEPENDENT OF "NORTH ‘ R W
CAROLINA ONE CALL".

2. ALL WATER AND SEWER MAINS WITHIN PUBLIC PRELIMINARY - DO NOT USE

EASEMENTS AND RIGHT-OF-WAYS TO BE OWNED, FOR CONSTRUCTION
OPERATED AND MAINTAINED BY THE CITY OF

DURHAM. Issued for:

20' PRIVATE WATER 3. ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH
= — EASEMENT CITY OF DURHAM STANDARDS AND SPECIFICATIONS. S ITE P LAN

/ 4. ALL EXISTING UNDERGROUND UTILITIES ARE
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! 5. BEFORE STARTING ANY CONSTRUCTION OF No.  Date Description

i IMPROVEMENTS WITHIN ANY CITY OR N.C.D.O.T.
: STREET OR HIGHWAY RIGHT-OF-WAY THE FOLLOWING
| 7 PROCEDURES SHOULD BE UNDERTAKEN; —
/ CITYRIGHT-OF-WAY: CONTACT LOCAL AUTHORITIES' J—
EX. 8"DIWL : TRAFFIC ENGINEERING DEPT. FOR INFORMATION ON
/ DETOUR, OPEN CUTTING OF STREETS OR FOR ANY
CONSTRUCTION WITHIN RIGHT-OF-WAY. N.C.D.O.T. —
‘_ - RIGHT-OF-WAY: CONTACT PROJECT ENGINEERS AND —_—
i OBTAIN ALL PERMITS AND ENCROACHMENTS (KEEP
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: BEFORE PLACING CURB AND GUTTER. —
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TYPICAL NOTES

1. CONCRETE STRENGTH = 4000 PSI
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ACCESSIBLE PARKING STRIPING DETAIL

HANDICAP PARKING SIGN @
EACH SPACE SEE DETAIL

NOTE:
1. THE RESERVED PARKING SIGN IS TO BE 5'-0"

= — IF THE PEDESTRIAN PATH DOES NOT PASS
UNDER OR AROUND SIGN IN ACCORDANCE WITH
NORTH CAROLINA STATE HANDICAPPED
. L~ . A . ACCESSIBILITY CODE.
L\ L\ L\ 2. THE RESERVED PARKING SIGN IS TO BE 7'—0"
‘ Q/ A C ] C IF THE PEDESTRIAN PATH GOES BY, UNDER, OR
AROUND THE SIGN IN ACCORDANCE WITH
/4 11 HC e 11 HC NORTH CAROLINA STATE HANDICAPPED
5 = SPACE |=== SPACE |==—m ACCESSIBILITY CODE.
VAN VAN o
f —— 5 |[=— —= 5 = - TYP.
8 TYP. - SPACE
HC SPACE

ACCESSIBLE SPACE

NTS

PLAN

COMPACTED SUBGRADE

TOOLED
EDGES

1/4” BITUMINOUS EXPANSION
JOINT AT EXISTING OBJECT
(lLE. WALL, WALK, CURB, ETC.)

SEE PLAN
(20’ 0.C. MAX.)

&

A
7

IN UPPER 12”
TYP. CONTROL JOINT TYP. EXPANSION JOINT EJ @ WALL
NOTED AS CJ ON PLAN NOTED AS EJ ON PLAN
NOTE:
v v v v v v v v e 4” THICK CONC., 4000 PS|
vy ' v USE 1/4” BITUMINOUS EXPANSION JOINT EVENLY

NP N N
GRASS (VARIES)
N4 4 N2

SPACED A MAX. OF 50" 0.C. AND WHENEVER

871

DRAIN TO SANITARY SEWER (RESTAURANTS ONLY)

BOLLARDS (TYP)

|
|
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AL UANRNEIIRNIIIRTANIATAIINENNNN m\\\\\\\\\\\\\\\\\%\\\\\\}k\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\

< 4.

\\ pn——

NV

v N v v N
o o o v v o v o o CONCRETE WALK MEETS FIXED OBJECTS (IE.
[ CURBS, BLDG. ECT.)
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UNLESS |OTHERWISE NOTED L
S
o
Lt
Ll
\ %)
BROOM| FINISH LA
L
\ E
=
|
GRASS OR CURB
(VARIES)
PLAN VIEW
CONCRETE PAVEMENT NTS
PLAN
T B MAX. :
VARABLE AS DIRECTED BY THE ENGINEER
, /WARNING SIGN
N —; 22—
% TREE PROTECTION AREA 6:
banaIn. Gas DO NOT ENTER MIN. [2-/2 GA.
LINE WIRES
é % {’P:I'FI;E?’MEDIATE
AN GRADE
i STEEL POST o =M= ﬁIIIIIEIIIHEIIhI EHEEEEIEEETE _IlIIEIIIIIEIIlIIEI\IIEHQ ﬁllllléll'
WARNING SIGN iz m
ORANGE, UV RESISTANT
HICH - TENSILE STRENGTH = SiaE Ty SEET
POLY BARRICADE FABRIC (TYPICAL) | HIGH - '.|'EN5|LE STRENGTH
" i POLY BARRICADE FABRIC (TYPICAL)
m W=
a0
1 FRONT VIEW
o TREE PRCTECTION AREA T
N I8
DO NOT ENTER 1
WARNING SIGN DETAIL
SIDE VIEW
NGTES:

WARNING SIGNS TO BE MADE OF DURABLE, WEATHERPROOF MATERIAL.

LETTERS TQ BE 3" HIGH MINIMUM, CLEARLY LEGIBLE AND SPACED AS DETARED.

SIGNS SHALL BE PLACED AT 50 MAXIMUM INTERVALS.

PLACE A SIGN AT EACH END OF LINEAR TREE PROTECTION AND BG* ON CENTER THEREAFTER.

FOR TREE PROTECTION AREAS LESS THAN 200°iN PERIMETER, FROVIOE NO LESS THAN ONE SIGN PER PROTECTION AREA.
ATTACH SIGNS SECURELY TG FENCE POSTS AND FABRIC.

MAINTAIN TREE PROTECTION FENCE THROUGHGUT DURATION GF PROJECT.

ADDITIONAL SIGNS MAY BE REQUIRED BASED ON ACTUAL FIELD CONDITIONS.

PLACE A SICN AT EACH END OF LINEAR TREE PROTECTION AND 507 QN CENTER THEREAFTER. 40"

Area para Proteccion
de los Arboles
Prohibido Entrar

WARNING SIGN DETAIL

EROSION CONTROL DETAIL
DURHAM COUNTY, NC
ENGINEERING DEPARTMENT

TREE PROTECTION DETAIL
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L 8" SLAB ON GRADE
. 29'-10" .
PAD
3 TRASH ENCLOSEURE (DURHAM) NTS
PLAN
[
4 “ N
FLOW OF WATER
12 GAUGE 47%4™ OR 2°X4" WELDED WIRE
HODKED ONTD PREFORMED CHANNELS ON
META_ POSTS.
ULTRAVICLET RESISTANT (BLACK) MIRIFI
FABRIC OR EQUIVALENT SECURED TQ WIRE
W,/ METAL CLIPS OR WIRE AT 8" QFF
CENTER.
TO INCREASE STCRAGE CAPACITY AND
PROLONG THE LIFE QF THE SILT FENCE, IT
IS GENERALLY ADVISABLE TO DIG A ff
SEDIMENT PIT IN FRONT OF THE SILT
FENCE WHENEVER POSSIBLE. " MAY, SEDIMENT STORAGE LEVEL. REMOVE
& SECIMENT WHEN THIS LEVEL IS REACHED OR
AS DIRECTED
o)
b
TRENCH, COVER W/ SOIL & TAMP BACKFILL.
SHEET DRAINAGE (CNLY)
NATURAL GRADE
CARRY APPROX.12” OF FABRIC INTQ TRENCH.
:
= CARRY 6" OF WIRE INTD TRENCH.
£ METAL POSTS AT 10°0.C. MAX..

NOT TO SCALE

1/2"
RAD:

127

18" MOUNTABLE CURB & GUTTER

1/2" & -
) /—15 RADIUS
30" RADIUS

__/ /

=
D)

30" CURB & GUTTER

12"
>

30" ROLLED CURB & GUTTER

24" CURB & GUTTER

36" OR 48"

36" OR 48" VALLEY GUTTER

NCTES:

USE NON-REINFORCED, AIR ENTRAINED, CONCRETE
WITH A MINIMUM STRENGTH OF 3000 LBS.

/S
TEWART

421 FAYETTEVILLE ST, STE 400 FIRM LICENSE #: C-1051
RALEIGH, NC 27601 www.stewartinc.com
T 919.380.8750 PROJECT #: C15114

Client:

GURLITZ ARCHITECTUAL GROUP, P.A.
5310 SOUTH ALSTON AVENUE, STE 220
DURHAM, NOTH CAROLINA

T: 919-489-9000

F: 919-493-8937

Owner:

SOUTHPOINT PROFESSIONALPARTNER, LLC
3104 SURRY ROAD
DURHAM, NC 27707

DURHAM
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24"

24"x24"x8" THICK
CONCRETE PAD

/

O
/ PIPE SLEEVE
/

6" DUCTILE IRON PIPE

MECHANICAL JOINT
BEND &

1.5" AUTOMATIC BALL DRIP /

IN WASHED DRAINAGE
STONE (No. 57)

TYPICAL NOTES

FREE STANDING FDC
STORZ TYPE
CONNECTION

6" GALVANIZED STEEL
PIPE

STEEL SLEEVE

FLANGED JOINT
4' DIA MANHOLE WITH
24" STND MANHOLE
ACCESS - SEE UTILITY
PLAN FOR LOCATION

TIE RODS

TIE RODS TO NEXT

0 X 6

STRAIGHTWAY CHECK /

VALVE

1. PIPE SHALL BE SLOPED AT 3" PER FOOT TOWARDS FDC TO ENSURE PROPER DRAINAGE.
2. THE BALL DRIP DRAIN SHALL BE CORROSION RESENTANT AND INTALLED IN ACCORDANCW WITH THE MANUFACUTURE'S

INSTRUCTIONS

3. BALL DRIP DRAIN SHALL BE SURROUNDED WITH A 2-FOOT DEEP BY 2-FOOT DIAMETER EXCAVATION FILLED COMPLETELY

WITH WASHED No. 57 STONE.

FIRE DEPARTMENT CONNECTION NTS

Q:\2015\C15114 - Southpoint Professional Cente\DWGS\1 - Design\Sheets\C15114-C9.00-Details.dwg Dec 14, 2015 - 10:45am

PLAN

NOTE:

SEE CITy OF DURHAM STANDARD
CONSTRUCTION DETAILS FOR
TRENCHES AND PIPE BEDDING.

NEW ASPHALT
y om PE -2 . o
1-0 (Y ) 1'—0"| FEATHER
——-l | TYPICAL
o rd j) k: DQ OE V‘
EXISTING _/ SEsiid c: \, 2 1/2" ASPHALT COMPACTED
SUB-BASE g Kk TO 100% STD. PROCTOR.
] 8 ". E
1 TYklﬂalN. Y i
el gl \ABC STONE COMPACTED TO
E e A , 100% STD. PROCTOR OR HB
BACKFILL COMPACTED A T 3" MIN. BASE COMPACTED TO 100%
IN 8" LFTS TO 95% T Rt T VARIES STD. PROCTOR. OR AS
STD. PROCTOR, OR e R A Ny DIRECTED BY THE ENGINEER.
5 - e T e e i GERR
btz ™ R N
- ' i e Mo '_1 . 4 a
-4 ’: e LYl
Fa . L o -' g 4 @
7] 4 o a4 -’ ..‘ 4a-" _.'
4"—6" MIN.
/o
P VARIES X
57 STONE ABOVE PIPE
UNDISTURBED
AND UNDER PIPE B MATERIAL
4"—6" MIN >
P4 4 /]
PIPE DIA.
A"MIN._ | VARIABLE | 4°MIN.
I i

FLOWABLE FILL TRENCH-CUT
STREET, WATER, SEWER AND

STORMWATER

DURHAM

% TRENCH CUT INSTALLATION Sﬁ%&

b {
ettt IREVISION DATE:
12/07/2009
CITY OF DURHAM, NORTH CAROLINA DETAIL NO.

X0 8 DEPARTMENT OF PUBLIC WORKS S5-8.0

PAVEMENT

A
(] S -
4. ;
z . SIDEWALK - .
BACK OF
| FIRE_HYDRANT, INTEGRAL 5° STORZ
PUMPER NOZZLE CONNECTIONS TO
by | BE PERPENDICULAR TO STREET
5
§ 20" WA COMPACTED BACKFILL
! TAMPED IN 6" LIFTS
w__ 4 | SIDEWALK
| M. Pl S

CONCRETE PAD

6" GATE VALVE CONCRETE
M. 2 F WASHED THRUST BLOCK
XA
CONCRETE UNDISTURBED
THRUST BLOCK 5/8" GALVANIZED OR RIS
STAINLESS STEEL ROD
ELEVATION
GENERAL NOTES:
1. ALL CONCRETE BLOCKING SHALL BE 3000 P.S.. MINIMUM.
2. ALL HYDRANT VALVES SHALL BE RODDED TO MAIN LINE.
3. CONCRETE PAD REQUIRED ON ALL VALVES. (DETAL NO. W—6.0).
4. HYDRANT TO BE LOCATED 10° FROM P.T. OR P.C. AT INTERSECTIONS.
5. THE HYDRANT PUMPER NOZZLE SHALL BE OF ONE—PIECE DESIGN,
6. THE NOZZLE SHALL BE AN INTEGRAL PART OF THE FIRE HYDRANT AND MUST BE
FURNISHED BY THE MANUFACTURER OR AUTHORIZED DISTRIBUTOR. ADAPTERS WILL
NOT BE ACCEPTED.
DURHAM
y FIRE HYDRANT INSTALLATION Sﬁ%E:
b ¢
* RE:/ZIIS(;?IQOBQTE STANDARD CURB AND GUTTER
CITY OF DURHAM, NORTH CAROLINA DETAIL NO.
SV M NE DEPARTMENT OF PUBLIC WORKS W-2.0
DIMENSIONS
METER
SIZE B|¢C | D|E|[F |6 |H|[H)| Y K
3" |e-6"[a—6"[3—4"23/7 11~ | 8" | 6" [ 12" [ 17" [5 1/27]5 1/2"
4" ho-ole’—0"[4—0"j4 3/16] 137 | 9" |7 1/27 14 | 20" [6 1/276 1/2"
6" |10-0"|6'=0"[4—6"| 18" | 16" [101/2"| 9" [ 18" | 24" | 8" | 8"
8" 12-0"e'—07[21 1722107 18" |11 172 10" | 20" [s5 3@ 9" [ 9"
..‘q.'- --...-' ".."“: l-.'-'- 4" " 1. = 3 i
& . 3 i D e = i boid 4 L 1 ad- s hd ‘e
“1 oo s |2 BHTE: VALVE 90 |
“| BEND ©|F / COMPRESSION BEND |+-
“.m i ..
e
e .
‘d
i, B B ™
é FLOW FLOW (3 i
CITY SIDE = y % 3 |« BUILDING
: , ;| SIDE
“ls| E F| 6 |HORHD| E F E |g}"
© TN = ' ' "ML,
A w
"| MANHOLE STEPS——or] *:
e a.' L 4 --__ :-l‘-."- .-',.- o0 e ) . . -‘.- ‘. -‘."
PLAN
PRECAST CONC. VAULT USE THE STANDARD CITY OF DURHAM 2
PIECE ALUMINIUM DOOR BY BILCO OR
/_ EQUAL. CENTERED OVER METER.
o, &, -4 g ] T I | I 4.
A N
i ol :
. '4
' O 4,
- ° 4 9
{FLOW_ I TEE- TEE I FLow_
Ty sioel” | BUILDING
' L 2 BiockinG ! | SINE
. | | | .
4" PYC DRAIN TO .
CATCH BASIN OR Y
DAYLIGHT
4" MINIMUM #57 STONE
UNDISTURBED SOIL ELEVATION
GENERAL NOTES:

1. PIPES, BENDS, TEES, AND GATE VALVES ARE THE SAME SIZE AS THE METER SIZE. (.E. 6 METER HAS 6" PIPE, &" 90
BENDS, 6°X6” TEES AND 6" GATE VALVES.)
2. ALL DIMENSIONS ARE BASED UPON STANDARD SIZES FOR PIPES, BENDS, TEES, GATE VALVES AND METERS. STRAINER

SIZESVARY DEPENDING ON MANUFACTURER. DIMENSION "G" IS BASED UPON NEPTUNE STRAINERS. IF ANOTHER MANUFACTURER

IS BEING USED THIS DIMENSION WILL VARY AND THE METER INSTALLATION MAY NOT FIT INTO THE VAULT BOX SHOWN. THIS

SHOULD BE CHECKED BEFCRE ORDERING THE VAULT BOX. COORDINATE WITH CITY OF DURHAM WATER & SEWER MAINTENANCE

DIVISION.

LR Ll o

DIMENSION "H" IS FOR STANDARD METERS. DIMENSION "H()" IS FOR COMPOUND METERS.
USE APPROPRIATE SIZE PLATE FLANGE ON THE TEE WITH A 2" BRONZE TAPPING PLUG.
USE ONLY METERS, STRAINERS AND GATE VALVES APPROVED BY THE CITY OF DURHAM, SEE SPECIFICATIONS.

FOR 3" METER VAULTS USE THE STANDARD SINGLE HATCH-TYPE ALUMINIUM DOOR, CENTERED OVER THE METER. FOR 4%, 6"

AND 8" METER VAULTS USE 5'X5' STANDARD CITY OF DURHAM ACCESS DOORS. (SEE DETAIL NO. W—5.0 OR W-5.1).

DURHAM

*
e
*t**
1868

CITY OF MEDICINE

4" MIN.

*
*
*t**
1868

PLAN VIEW
IRON/DUCTILE IRON
CLEANOUT COVER & RING FINISHED
PROVIDE RUBBER 19" GRADE
GASKET 5/8"
1/8" Ml
T = AN
N o\
N
n e
4" PANELLA TYPE
Qe CLEANOUT WITH
ey OUNTERSINK HEAD
STONE E;As:E/(gi‘z%5 Sopstl
4 . - ...:. b k
o(Y] AV A
oc"d'- S P 4 | \/’:"'-"‘:"-"’1‘ (-C_‘, ™
C' - _‘.--._-..‘4 ../ "'. ‘., z
P | R R RN S :
i Y. CONCRETE 3 9pf, e A Golar T - B %
AN NN TR S S ANANSS
. L ’\
DV 1 IO
NANV KK RGN KX
PVC ENCASEMENT— O\ >\\
M s IPE SEAL
PIPE :3-//\\//” GASKET
10" MIN. 10" MIN.
20" MIN.
SECTION VIEW
DURHAM
SANITARY SEWER TRAFFIC SEI%E:
RE}IZI%_?EOI;)QTE: BEARING CLEANOUT
CITY OF DURHAM, NORTH CAROLINA DETAIL NO.
S s DEPARTMENT OF PUBLIC WORKS 55-6.0
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Client:

GURLITZ ARCHITECTUAL GROUP, P.A.
5310 SOUTH ALSTON AVENUE, STE 220
DURHAM, NOTH CAROLINA

T: 919-489-9000

F: 919-493-8937

Owner:

SOUTHPOINT PROFESSIONALPARTNER, LLC
3104 SURRY ROAD
DURHAM, NC 27707

1.

FIELD ADJUSTMENT INSTRUCTIONS

REMOVE THE BODY FROM THE TOP OF THE
INDICATOR POST ASSEMBLY.

. CUT THE REQUIRED LENGTH OFF THE BOTTOM

OF THE STANDPIPE FOR THE GROUND LINE TO

9” ABOVE THE TOP OF THE STANDPIPE.

APPROPRIATE VALVE SIZE.

INDICATOR POST ASSEMBLY.

. SET THE "OPEN” AND "SHUT” TARGETS FOR THE
. RE-ATTACH THE BODY TO THE TOP OF THE

. ALL POST INDICATOR VALVES SHALL BE

INSTALLED WITH AN ELECTRONIC UL LISTED

TAMPER SWITCH.

. THERE SHALL BE 36" OF UNOBSTRUCTED

CLEARANCE AROUND THE PERIMETER OF ALL
POST INDICATOR VALVES.

A MINIMUM 5-ft FROM BUILDING.

. POST INDICATOR VALVE SHALL BE LOCATED AT

14" sQ.

6" DIAMETER

|/

%
X
i
B
]

[ ——STANDPIPE

PADLOCK

SWITCH

i

b
1

4—ft fin iz mn,
MINIMUM RSN =5 N
| .
m | DIAMETER
I

TAMPER SWITCH

MATCH UP WITH STANDPIPE GROUND LINE MARK. T |[|[SHUT IQD/(SEE INSET)

. CUT THE 1” SQ. EXTENSION AT A DISTANCE OF

_—BODY
PADLOCK ©
UL _lel ]
) STANDPIPE
36 (PAINTED RED)

/—STANDPIPE GROUND LINE MARK I

GROUND LINE OR
FINISHED GRADE

! (PAINTED BLACK)

1” SQUARE
EXTENSION ™~

g (7 MIN.)
(10" MAX.)

J

/— STANDPIPE

GROUND LINE OR
FINISHED GRADE

s

POST INDICATOR ASSEMBLY
WITH BODY REMOVED

TO RISER ROOM .

STANDARD POST INDICATOR VALVE

REVISION DATE:
12/07/2009

3", 4", 6", 8" STND. AND COMPOUND
WATER METER INSTALLATION

CITY OF DURHAM, NORTH CAROLINA
DEPARTMENT OF PUBLIC WORKS

SCALE:
NTS

DETAIL NO.
Ww-4.2
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LANDSCAPING NOTES:

10.

11.

12.

13.

14.

ALL TREES TO BE A MINIMUM OF 2" IN CALIPER AND MUST MEET THE AMERICAN STANDARD FOR NURSERY STOCK.

TREE PROTECTION NOTE: TREE PROTECTION FENCING MUST BE IN PLACE PRIOR TO ANY DEMOLITION, LAND
DISTURBANCE OR ISSUANCE OF A GRADING PERMIT AND SHALL INCLUDE WARNING SIGNS POSTED IN BOTH ENGLISH
AND SPANISH, AS FOLLOWS: "NO TRESPASSING/TREE PROTECTION AREA/PROHIBIDO ENTRAR / ZONA PROTECTORA
PARA LOS ARBOLES."

PROTECTION OF EXISTING VEGETATION: AT THE START OF GRADING INVOLVING THE LOWERING OF EXISTING GRADE
AROUND A TREE OR STRIPPING OF TOPSOIL, A CLEAN, SHARP, VERTICAL CUT SHALL BE MADE AT THE EDGE OF THE
TREE SAVE AREA AT THE SAME TIME AS OTHER EROSION CONTROL MEASURES ARE INSTALLED. THE TREE PROTECTION
FENCING SHALL BE INSTALLED ON THE SIDE OF THE CUT FARTHEST AWAY FROM THE TREE TRUNK AND SHALL REMAIN
IN PLACE UNTIL ALL CONSTRUCTION IN THE VICINITY OF THE TREES IS COMPLETE. NO STORAGE OF MATERIALS, FILL,
OR EQUIPMENT AND NO TRESPASSING SHALL BE ALLOWED WITHIN THE BOUNDARY OF THE PROTECTED AREA.

ROOT ZONE PROTECTION AREA: VARIES BASED ON LOCAL JURISDICTION HAVING AUTHORITY. CONTRACTOR SHALL
COMPLY WITH LOCAL JURISDICTIONAL REQUIREMENTS. NO DISTURBANCE ALLOWED WITHIN THIS AREA. AREA MUST BE
PROTECTED WITH BOTH TREE PROTECTION FENCING AND WARNING SIGNS.

SEED BED PREPARATION: ALL AREAS TO BE SEEDED ARE TO BE RECEIVE A MINIMUM OF 2" OF APPROVED TOPSOIL. ALL
DEBRIS, ROCKS, ETC. LARGER THAN .5" ARE TO BE REMOVED. ALL LARGE CONCENTRATIONS OF GRAVEL & DEBRIS
REGARDLESS OF SIZE ARE TO BE REMOVED PRIOR TO SEEDING OR PLANTING.

ALL PLANT BED AREAS ARE TO RECEIVE A MINIMUM OF 6" OF APPROVED TOPSOIL.

SOIL SHOULD BE TESTED AND AMENDED WITH LIME AND FERTILIZER FOR HARDWOOD TREES ACCORDING TO NCDA
PROCEDURES. SCARIFY PLANT PIT WALLS. CONSULT LANDSCAPE ARCHITECT FOR ALTERNATE COMPLIANCE.

SHREDDED HARDWOOD MULCH 3" DEEP EXCEPT AT CROWN OF PLANT UNLESS OTHERWISE NOTED. FLARE AT CROWN
SHOULD BE REVEALED. BACKFILL CONSISTS OF THOROUGHLY BROKEN UP NATIVE SOIL. TOTAL VOLUME OF BACKFILL
SHOULD BE AMENDED WITH UP TO ONE THIRD PINE BARK MULCH. PIECES SHOULD BE NO LARGER THAN WHAT PASSES
THROUGH A ONE INCH SCREEN. IF ADDITIONAL SOIL IS REQUIRED FOR BACKFILL DUE TO DETRIMENTAL SUBSOIL
DRAINAGE CONDITIONS, USE SOIL SIMILAR TO EXISTING NATIVE SOIL. ADDITIONAL SOIL TO BE APPROVED BY
LANDSCAPE ARCHITECT. MAXIMUM SAUCER HEIGHT IS 6 INCHES.

TOP OF ROOTBALL TO BE RAISED 2-3 INCHES ABOVE EXISTING GRADE.

FOR B&B PLANTS, NATURAL FIBER BURLAP SHOULD BE TURNED DOWN BY 1/3 TOTAL HEIGHT OF ROOT BALL. PLASTIC
FIBER BURLAP AND WIRE BASKETS SHOULD BE REMOVED TO 2/3'S OF TOTAL HEIGHT OF ROOT BALL.

CONTRACTOR IS RESPONSIBLE FOR KEEPING THE TREE UPRIGHT AND PLUMB THROUGHOUT THE WARRANTY PERIOD. IF
STABILIZATION IS NECESSARY SEE STAKING IN TREE DETAIL, ORANGE FLAGGING TAPE SHOULD BE ATTACHED TO
SUPPORT WIRE. STAKING SHOULD BE REMOVED BY CONTRACTOR AT END OF ONE YEAR WARRANTY PERIOD OR AS
DIRECTED BY GROUNDS MANAGEMENT.

USE STANDARD "GATOR" BAGS FOR WATERING TREES IN AREAS NOT UNDER IRRIGATION. INCORPORATE TERRA-SORB
(OR EQUAL) AS PER MANUFACTURERS RECOMMENDATIONS, FOR AREAS NOT UNDER IRRIGATION.

USE "BIO-BARRIER" OR EQUIVALENT ACCORDING TO MANUFACTURER'S RECOMMENDATION FOR TREES THAT WILL BE
PLANTED WITHIN 10' OF PAVEMENT

LANDSCAPING/C.O. STANDARDS NOTE: ALL LANDSCAPING MUST BE IN PLACE PRIOR TO REQUEST FOR A CERTIFICATE
OF COMPLIANCE.

100 YEAR FLOOD FRINGE LINE PER
FIELD SURVEY(ELEV 296.4 TO 296.7
ON PHASE Il LOT)

FLOODWAY PER N.C. FLOODMAPS

25" CITY OF DURHAM SEWER EASEMENT

PER P.B. 120, PG 90
TREE SAVE AREA & 100
STREAM BUFFER AREA =

APPROXIMATE EDGE OF STREAM

CENTERLINE OF STREAM

> .
5

N
o"y’
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SPECIMEN TREES PER RILEY SURVEY
JUNE 25, 1999; JOB # 9900_41

TREE SAMPLE AREA
SEE DETAIL 5 ON
SHEET L2.00

100" STREAM BUFFER

10" WIDE NO BUILD AREA

WETLAND EDGE PER RILEY SURVEY
JUNE 25, 1999; JOB # 9900_41
AREA = 77,630 s.f.(1.78 Ac.)

25" WETLANDS BUFFER —
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FUTURE 100 .YEAR FLOOD
FRINGE LINE PER FIELD

SURVEY(ELEV 297.2 TO

EXISTING BUILDING
(2 STORY 30,000 SF OFFICE/ RETAIL)

ERUEVESY SN
| |

l” EX. CONC SIDEWALK
i

| BUFFER SAMPLE AREA #2
I SEE SHEET DETAIL 7 ON

| SHEET L2.00

' REEK PARKWAY
CROOKEOD PEBUC R/W

I N
EXISTING STREET
I

_-CREEKS EDGE CT.

50" PUBLIC R/W
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(3 STORY 53,000 SF>
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20’ 1, 20"
MTC SAMPLE AREA
SEE DETAIL 8 ON SHEET
L2.00
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EXIST FENCE

BUFFER SAMPLE AREA #1
SEE SHEET DETAIL 6 ON
SHEET L2.00

LEGEND

EXISTING TREE TO REMAIN
FINE AND BE CREDITED TOWARD
STREET REQUIREMENT

PHASE 1 LANDSCAPE
APPROVED D-05-366

PHASE 2 LANDSCAPE
APPROVED D-06-348

NEW VEHICLE USE
AREA (VUA)

BOR - » l
3IPRYENSC / SN 128" DUKE POWERLINE EASEMENT (PB 134, PG 25)
)y
o
O fin
7% R /
2 o / \

LANDSCAPE CALCULATIONS

STREET TREES REQUIRED:
(636 LF FRONTAGE / 40)
STREET TREES PROVIDED:

(ALL PROVIDED TREES ARE EXISTING

AND ARE TO BE PROTECTED)
VEHICLE USE AREA (NEW)

PERIMETER REQUIRED:
PERIMETER PROVIDED:

INTERNAL REQUIRED:
TREES (23,112 / 2,000)
SHRUBS (23,112 / 250)

INTERNAL PROVIDED:
TREES:

SHRUBS:

16

16

23,112 SF
N/A

0

12

92

13
92

PLANT SCHEDULE

TREES COMMON NAME

JAPANESE HOLLY

@ llex crenata "Cherokee’

CRAPE MYRTLE

Lagerstroemia indica “Tuscarora’

YOSHINO CHERRY

WILLOW OAK
Quercus phellos

@ Prunus x yedoensis

SHRUBS |COMMON NAME

GLOSSY ABELIA
Abelia x grandiflora

MANHATTAN EUONYMUS

Euonymus kiautschovicus "Manhattan®

HOOGENDORN JAPANESE HOLLY

PURPLE LEAF FRINGE FLOWER
Loropetalum chinense rubrum “Plum Delight” TM

O
O
Q) |lixcrenaia Hoogendor
®
®

GEORGIA PETITE INDIAN HAWTHORNE
Rhaphiolepis x delacourii "Georgia Petite’

PLANT SCHEDULE

TREES BOTANICAL NAME COMMON NAME CONT [CAL
ILCR ILEX CRENATA "CHEROKEE" JAPANESE HOLLY B&B [6° MIN.
LAIT LAGERSTROEMIA INDICA "TUSCARORA’ CRAPE MYRTLE B&B [1.5"CAL
PRYE PRUNUS X YEDOENSIS YOSHINO CHERRY B&B [2.5"CAL
QUPH QUERCUS PHELLOS WILLOW OAK B&B [2.5"CAL
SHRUBS BOTANICAL NAME COMMON NAME CONT. [HGT.
ABGR ABELIA X GRANDIFLORA GLOSSY ABELIA 3 GAL (18" MIN
EUKM EUONYMUS KIAUTSCHOVICUS "MANHATTAN" MANHATTAN EUONYMUS 5 GAL

ILCH ILEX CRENATA "HOOGENDORN® HOOGENDORN JAPANESE HOLLY 3 GAL (18" MIN
LOCP LOROPETALUM CHINENSE RUBRUM "PLUM DELIGHT" TM |[PURPLE LEAF FRINGE FLOWER 3 GAL (18" MIN
RDGP RHAPHIOLEPIS X DELACOURII "GEORGIA PETITE® GEORGIA PETITE INDIAN HAWTHORNE |3 GAL [18" MIN

]

/Y
R
TEWAR

421 FAYETTEVILLE ST, STE 400 FIRM LICENSE #: C-1051

RALEIGH, NC 27601 www.stewartinc.com

T 919.380.8750 PROJECT #: C15114
Client:

GURLITZ ARCHITECTUAL GROUP, P.A.
5310 SOUTH ALSTON AVENUE, STE 220
DURHAM, NOTH CAROLINA

T: 919-489-9000

F: 919-493-8937

Owner:

SOUTHPOINT PROFESSIONALPARTNER, LLC
3104 SURRY ROAD
DURHAM, NC 27707

Project:

SOUTHPOINT
PROFESSIONAL
CENTER
1]

Vicinity map:

e
PROJECT
SITE

FORGE RD /L_

INTERSTATE 40

AMHURST Rp

Seal: awiitg,,
A

$ SEAL
L H
220 W, RIS
/,?/ 4/C'NE @:S
,’//,Iél\ER ' S\\\\\\\
PRELIMINARY - DO NOT USE
FOR CONSTRUCTION

Issued for:

SITE PLAN
AMENDMENT - LEVEL 3

No. Date Description

0 25 50 100 NORTH
1"=50"

Title:

LANDSCAPE PLAN

Project number: C15114 Sheet:
Date: 12.15.2015

s, L1.00
Approved by: n




Q:\2015\C15114 - Southpoint Professional Center\DWGS\1 - Design\Sheets\C15114-L.2.00-Planting & Soils Details.dwg Dec 14, 2015 - 11:56am

CENTRAL LEADER. (SEE CROWN — Tt
OBSERVATIONS DETAIL).

TOP OF ROOT BALL SHALL BE FLUSH WITH
FINISHED GRADE.

TRUNK CALIPER SHALL
MEET ANSI 260 CURRENT
EDITION FOR ROOT BALL SIZE.

TRUNK CALIPER SHALL
MEET ANSI Z60 CURRENT
PRIOR TO MULCHING, LIGHTLY TAMP SOIL EDITION FOR ROOT BALL
AROUND THE ROOT BALL IN 6" LIFTS TO SIZE.
BRACE TREE. DO NOT OVER COMPACT.
WHEN THE PLANTING HOLE HAS BEEN
BACKFILLED, POUR WATER AROUND THE ROOT BALL MODIFIED AS

ROOT BALL TO SETTLE THE SOIL. REQUIRED
(SEE SPECIFICATIONS).

ROQOT BALL MODIFIED AS
REQUIRED
(SEE SPECIFICATIONS).

ROUND-TOPPED SOIL BERM
4" HIGH X 8" WIDE ABOVE
ROOT BALL SURFACE ON THE

3"LAYER OF SETTLED MULCH. DOWNHILL SIDE OF THE ROOT
NO MORE THAN 1" OF MULCH ON BALL. BERM SHALL DIE INTO

TOP OF ROOT BALL. (SEE SLOPE.
SPECIFICATIONS FOR MULCH).

ROUND-TOPPED SOIL BERM

4" HIGH X 8" WIDE ABOVE ROOT
BALL SURFACE SHALL BE
CONSTRUCTED AROUND THE
ROOT BALL. BERM SHALL
BEGIN AT ROOT BALL PERIPHERY.

MODIFIED SOIL. DEPTH
VARIES. (SEE SOIL
PREPARATION PLAN).

FINISHED GRADE. —

BOTTOM OF ROOT BALL RESTS ON

MODIFIED SOIL. DEPTH ———

EXISTING OR RECOMPACTED

VARIES. (SEE PLANT SOIL

SOIL.

PLAN).

4" @ SOCK DRAIN CONTINUOUS AROUND -

SCARIFIED SOIL.J

BASE OF TREE. INSTALL 4" - 6" DEEPER

THAN ROOT BALL FOR LOWERED PLANTING
HOLE AS NEEDED WITH POOR DRAINAGE
(SEE PLANTING PIT/BED DRAIN DETAIL).

CENTRAL LEADER. (SEE CROWN
OBSERVATIONS DETAIL).

FINISHED SLOPE SHOULD PASS
THROUGH THE POINT WHERE THE
TRUNK BASE MEETS
SUBSTRATE/SOIL.

PRIOR TO MULCHING, LIGHTLY TAMP
SOIL AROUND THE ROOT BALL IN 6"
LIFTS TO BRACE TREE. DO NOT OVER
COMPACT. WHEN THE PLANTING
HOLE HAS BEEN BACKFILLED, POUR
WATER AROUND THE ROOT BALL TO
SETTLE THE SOIL.

3" LAYER OF SETTLED MULCH. NO MORE
THAN 1" OF MULCH ON TOP OF ROOT
BALL. (SEE SPECIFICATIONS FOR
MULCH).

FINISHED GRADE (MAX SLOPE
SHALL BE 3:1).

BOTTOM OF ROOT BALL RESTS ON
EXISTING OR RECOMPACTED SOIL
(SEE NOTE 8).

4" & SOCK DRAIN CONTINUOUS
AROUND BASE OF TREE. INSTALL
4" - 6" DEEPER THAN ROOT BALL
FOR LOWERED PLANTING HOLE
AS NEEDED WITH POOR
DRAINAGE (SEE PLANTING
PIT/BED DRAIN DETAIL).

1 \_TREE (TYPICAL) NTS 5 \_TREE ON SLOPE (TYPICAL) NTS
SECTION SECTION
3" LAYER OF SETTLED
MULCH. NO MORE THAN C&D @@
1" OF MULCH ON TOP OF % %
ROOT BALL. (SEE 8@ ) e
SPECIFICATIONS FOR ay % -
MULCH). 0 ;
A A |
ORIGINAL SLOPE (QN) @5 o |
SHOULD PASS C@
THROUGH THE
POINT WHERE THE %@ @ |
TRUNK MEETS @ |
SUBSTRATE/SOIL. @Q a) s 70 |
QD | -.
0
f ©
\ PRIOR TO MULCHING, LIGHTLY TAMP SOIL AROUND
gg&ﬁ%ﬁ:@g (SEE p— THE ROOT BALL IN 6" LIFTS TO BRACE SHRUB. DO Lo /
: N — NOT OVER COMPACT. WHEN THE PLANTING HOLE /
PLANTING SOIL PLAN). —M—i HAS BEEN BACKFILLED, POUR WATER AROUND THE
‘7 ‘ ‘7‘ ‘ = ROOT BALL TO SETTLE THE SOIL.
BOTTOM OF ROOT === [} L
BALL RESTS ON -
EXISTING OR T T = | | =l [ ==/ | [ == [ | == scarie0 sor. HEAVY UNDERGROWTH OF  SURVEY AREA 20 X 20'
HONEYSUGKLE VIES SOME  5_ bowoon
PIEDMONT VEGETATION O = OAK
P = PINE
M = MAPLE
A SHRUB ON SLOPE (TYPICAL) NTS 5 TREE SAMPLE AREA NTS
SECTION PLAN
mmmmmmmmmmmmmmmmmmmmmmmmmmmmm -
%
~ !
i
|
Z
I
{ h
] \
: : |
3" 0
HEAVY UNDERGROWTH OF SURVEY AREA 30" X 50' HEAVY UNDERGROWTH OF SRR BREA 20 420
HONEYSUCKLE VINES, SOME C = CEDAR gggﬁ;;%g%’%g Natroe SOME
SAPLINGS AND NATIVE PIEDMONT O = OAK PIEDMONT VEGETATION O = OAK
VEGETATION P = PINE P = PINE
M = MAPLE M = MAPLE
C = CEDAR
BUFFER SAMPLE AREA #2 NTS MTC SAMPLE AREA NTS

7 PLAN 8 PLAN

4" HIGH X 8" WIDE ROUND - TOPPED
SOIL BERM ABOVE ROOT BALL
SURFACE SHALL BE CONSTRUCTED
AROUND THE ROOT BALL. BERM
SHALL BEGIN AT ROOT BALL
PERIPHERY.

3" LAYER OF SETTLED
MULCH. NO MORE
THAN 1" OF MULCH ON
TOP OF ROOT BALL.
(SEE SPECIFICATIONS
FOR MULCH).

PRIOR TO MULCHING, LIGHTLY TAMP
SOIL AROUND THE ROOT BALL IN 6"
LIFTS TO BRACE SHRUB. DO NOT
OVER COMPACT. WHEN THE
PLANTING HOLE HAS BEEN
BACKFILLED, POUR WATER AROUND
THE ROOT BALL TO SETTLE THE
SOIL.

FINISHED GRADE. —_—

MODIFIED SOIL.
DEPTH VARIES. (SEE
PLANTING SOIL PLAN).

-]

SCARIFIED SOIL.

W
===
ROOT BALL RESTS

ON EXISTING OR
RECOMPACTED SOIL.

SHRUB (TYPICAL) NTS

¥/

[
W

i’
T
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SURVEY AREA 30" X 507

WOODED WITH SMALL PINES
AND CEDAR, OAK AND

MAPLE SAPLINGS AND C = CEDAR
ADDTIONAL NATIVE O = OAK
PIEDMONT VEGETATION P = PINE

BUFFER SAMPLE AREA #1 NTS

6 PLAN

PLANTING NOTES:

8. WIDTH OF PLANTING HOLE IS 3X ROOT BALL AT THE SURFACE,
SLOPING TO 2X THE ROOT BALL DIAMETER AT THE DEPTH OF

1. DO NOT STAKE TREES EXCEPT WHERE SPECIFIED BY THE ROOT BALL.
LANDSCAPE ARCHITECT. STAKING IS REQUIRED FOR TREES
PLANTED ON SLOPES. 9. BEFORE PLANTING, ADD 3-4" OF WELL COMPOSTED LEAVES,
RECYCLED YARD WASTE OR OTHER COMPOST AND TILL INTO
2. WHERE SEVERAL TREES WILL BE PLANTED CLOSE TOGETHER TOP 6 OF PREPARED SOIL. ADD COMPOST AT 20.350% BY
SUCH THAT THEY WILL LIKELY SHARE ROOT SPACE, TILL IN SOIL VOLUME TO BACKFILL

AMENDMENTS TO A DEPTH OF 4-6" OVER THE ENTIRE AREA.
10. PERFORM PERCOLATION TEST FOR EACH TREE PIT TO CONFIRM

3. FOR CONTAINER GROWN TREES, USE FINGERS OR SMALL HAND THAT WATER DRAINS OUT OF THE SOIL. PROVIDE GRAVEL SUMP
TOOLS TO PULL THE ROOTS OUT OF THE OUTER LAYER OF FILTER FABRIC & VENT PIPE IF DRAINAGE DOES NOT OCCUR
POTTING SOIL: THEN CUT OR PULL APART ANY ROOTS CIRCLING WITHIN 24 HOURS. INCLUDE ALL SUMPS IN BASE BID. SHOULD
THE PERIMETER OF THE CONTAINER. SUMPS NOT BE NECESSARY AFTER PERCOLATION TEST,

PROVIDE CHANGE ORDER DEDUCT TO OWNER.
4. FOR FIELD GROWN TREES, CUT BURLAP, ROPE AND WIRE

BASKET AWAY FROM TOP AND SIDES OF ROOT BALL. 11. IF PLANTING HOLES ARE DUG WITH A LARGE AUGER BREAKING
DOWN THE SIDES WITH A SHOVEL CAN ELIMINATE GLAZING AND
5. THOROUGHLY SOAK THE TREE ROOT BALL AND ADJACENT CREATE THE PREFERRED SLOPING SIDE.
PREPARED SOIL SEVERAL TIMES DURING THE FIRST MONTH
AFTER PLANTING AND REGULARLY THROUGHOUT THE 12. TREES SHALL HAVE SINGLE LEADERS. TREES WITH 2 LEADERS
FOLLOWING TWO SUMMERS. WILL BE REJECTED.
6. THE PLANTING PROCESS IS SIMILAR FOR DECIDUOUS AND 13. DO NOT PLACE MULCH IN CONTACT WITH TRUNK.

EVERGREEN TREES.

14. PROVIDE GATOR BAGS FOR ALL TREES WHERE IRRIGATION IS
7. DO NOT WRAP TRUNK; MARK NORTH SIDE OF TREE IN THE NOT PROVIDED

NURSERY AND LOCATE TO THE NORTH IN THE FIELD.

PLANTING NOTES

9
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